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Cartridge

350/500 SAE-08-2N 15.02.0301,5

Direct acting, poppet typeCEBD-001-NCFN-16

2

1

Cartridge350

SAE-08-2N 15.01.010

1Direct acting, poppet typeCEBD-001-NCFN-151

2

1

2

CEBD-001-NAFN-13

1,5 15.03.050SAE-08-2N350/500

Cartridge

1

2

CEBD-001-NAFN-14 Direct acting, poppet type

1,5 350/500

Cartridge

SAE-08-2N 15.04.070

15.08.160
15.08.150
15.08.140
15.08.130
15.08.120

VP000057Cartridge100
Pilot operated, poppet type

CEBN-100-NCFN-01
SAE-10-2NCartridge70

Pilot operated, poppet type
CEBN-070-NCFN-01

SAE-08-2NCartridge40
Pilot operated, poppet type

CEBN-040-NCFN-01
Cartridge

SAE-08-2N250 Cartridge20Pilot operated, poppet type, cable operatedCEBP-020-NCFF-01

CEBN-180-NCFN-01
Pilot operated, poppet type

Cartridge SAE-12-2N 15.08.170
CEBN-200-NCFN-01
CEBN-300-NCFN-01

Pilot operated, poppet type
Pilot operated, poppet type 200

180

300
Cartridge VP000013

SAE-16-2N
15.08.180

SAE-16-2N
VP000013

Cartridge300

180
200

Pilot operated, poppet typeCEBN-300-NCFN-05
CEBN-200-NCFN-05

15.09.260

SAE-12-2N
CartridgePilot operated, poppet type

CEBN-180-NCFN-05

CartridgePilot operated, poppet typeCEBN-040-NCFN-05

Pilot operated, poppet type

40

Cartridge

350/500 SAE-08-2N

CEBN-070-NCFN-05
Pilot operated, poppet type

70
Cartridge

SAE-10-2N
CEBN-100-NCFN-05

Pilot operated, poppet type
100

Cartridge
VP000057

15.09.220
15.09.230
15.09.240
15.09.250

2

1

CEBN-040-NCFN-03 Cartridge40Pilot operated, poppet type SAE-08-2N

15.10.290
CEBN-070-NCFN-03 Pilot operated, poppet type 70 Cartridge SAE-10-2N
CEBN-100-NCFN-03 Pilot operated, poppet type 100 Cartridge VP000057

2

1

15.12.450
15.12.440

SAE-16-2N
VP000013

Cartridge
Cartridge

300

180
200

Pilot operated, poppet type
Pilot operated, poppet type

CEBN-300-NAFN-06
CEBN-200-NAFN-06

15.12.430SAE-12-2NCartridgePilot operated, poppet typeCEBN-180-NAFN-06

CEBN-040-NAFN-06 Pilot operated, poppet type 40 Cartridge SAE-08-2N
CEBN-070-NAFN-06 Pilot operated, poppet type 70 Cartridge SAE-10-2N
CEBN-100-NAFN-06 Pilot operated, poppet type 100 Cartridge VP000057

15.12.400
15.12.410
15.12.420

2

1

2

1

2

1

2

1

15.07.110

15.06.100

15.05.090
1

2

Direct acting, spool type 10 Cartridge210 SAE-08-2NCEBS-010-NAFN-23

Direct acting, poppet type 15 Cartridge210 SAE-08-2NCEBD-015-NCFN-21

SAE-08-2N210 Cartridge10Direct acting, spool typeCEBS-010-NCFN-22

1

2

15.11.330SAE-08-2NCartridge40Pilot operated, poppet typeCEBN-040-NAFN-02

15.11.350
15.11.340

VP000057Cartridge100Pilot operated, poppet typeCEBN-100-NAFN-02
SAE-10-2NCartridge70Pilot operated, poppet typeCEBN-070-NAFN-02

CEBN-180-NAFN-02 Pilot operated, poppet type Cartridge SAE-12-2N 15.11.360
CEBN-200-NAFN-02
CEBN-300-NAFN-02

Pilot operated, poppet type
Pilot operated, poppet type

200
180

300
Cartridge VP000013

SAE-16-2N
15.11.370
15.11.380

350/500
350/500
350/500
350/500
350/500
350/500

350/500
350/500
350/500
350/500
350/500

350/500
350/500
350/500

350/500
350/500
350/500
350/500
350/500

350/500

350/500

350/500
350/500
350/500
350/500
350/500

Cartridge

15.09.210

15.10.280
15.10.270

CEBN-030-NCFN-01

Pilot operated, poppet type

30 350

Cartridge

SAE-08-2N

15.08.190

CEBN-030-NAFN-06 Pilot operated, poppet type 30 350 Cartridge SAE-08-2N 15.12.390

CEBN-030-NAFN-02 Pilot operated, poppet type 30 350 Cartridge SAE-08-2N 15.11.320

CEBN-030-NCFN-05 Pilot operated, poppet type 30 350 Cartridge SAE-08-2N 15.09.200

CEBN-001-NCFN-15 Direct acting, poppet type 1,5 350/500 Cartridge

VP000445 15.01.020

CEBN-001-NCFN-16 Direct acting, poppet type

1 350

Cartridge

VP000445 15.02.040

CEBN-001-NAFN-13 Direct acting, poppet type

Direct acting, poppet type 1 350

Cartridge

VP000445 15.03.060

CEBN-001-NAFN-14 Direct acting, poppet type

1 350

Cartridge

VP000445 15.04.080

CEBN-200-NCFN-03 Pilot operated, poppet type 200 350/500 Cartridge VP000013
CEBN-300-NCFN-03 Pilot operated, poppet type 300 350/500 Cartridge SAE-16-2N 15.10.310

15.10.300

SOLENOID CARTRIDGES
Hydraulic 
 scheme

    Valve
description

 Rated 
  flow
(l/min)

    Max.
 pressure 
    (bar)

Valve type Main port size
or cavity typeInstallation Page

SECTION 15
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15.14.510SAE-08-2NCartridge350/50040Pilot operated, poppet typeCEBN-040-NCFN-31

15.14.530
15.14.520

VP000057Cartridge100Pilot operated, poppet typeCEBN-100-NCFN-31
SAE-10-2NCartridge70Pilot operated, poppet typeCEBN-070-NCFN-31

CEBN-180-NCFN-31 Pilot operated, poppet type Cartridge SAE-12-2N 15.14.540
CEBN-200-NCFN-31
CEBN-300-NCFN-31

Pilot operated, poppet type
Pilot operated, poppet type

200
180

300
Cartridge
Cartridge

VP000013
SAE-16-2N

15.14.550
15.14.560

1

2

15.15.620SAE-16-2NCartridge300Pilot operated, poppet typeCEBN-300-NAFN-32
15.15.610VP000013Cartridge

180
200Pilot operated, poppet typeCEBN-200-NAFN-32

15.15.600SAE-12-2NCartridgePilot operated, poppet typeCEBN-180-NAFN-32

CEBN-070-NAFN-32 Pilot operated, poppet type 70 Cartridge SAE-10-2N
CEBN-100-NAFN-32 Pilot operated, poppet type 100 Cartridge VP000057

15.15.580
15.15.590

CEBN-040-NAFN-32 Pilot operated, poppet type Cartridge SAE-08-2N 15.15.570

2

1

350/500
350/500
350/500
350/500
350/500

350/500
350/500
350/500
350/500
350/500
350/500

40

15.13.490VP000013Cartridge350/500200Pilot operated, poppet typeCEBN-200-NAFN-04
350/500
350/500
350/500

1

2
CEBN-070-NAFN-04 Pilot operated, poppet type 70 Cartridge SAE-10-2N
CEBN-100-NAFN-04 Pilot operated, poppet type 100 Cartridge VP000057

15.13.470
15.13.480

Pilot operated, poppet type 40 Cartridge SAE-08-2N 15.13.460CEBN-040-NAFN-04

CEBN-300-NAFN-04 Pilot operated, poppet type 300 350/500 Cartridge SAE-16-2N 15.13.500

1

2

Pilot operated, proximity sensor
15.16.640

40
350

Cartridge

15.16.630
Pilot operated, proximity sensorCEBN-070-NCDR-100

350
Cartridge

SAE-08-2N

Pilot operated, proximity sensor 100

Cartridge
SAE-10-2N

CEBN-100-NCDR-100 VP000057 15.16.650

CEBN-040-NCDR-100
70

350

Cartridge
100

Pilot operated, proximity sensor

CEBN-100-NADR-101 Cartridge
70

350
2

Cartridge
350

CEBN-040-NADR-101
CEBN-070-NADR-101

Pilot operated, proximity sensor
SAE-10-2N

40

15.17.710
Pilot operated, proximity sensor

SAE-08-2N

1

15.17.700
VP000057

15.17.690350

Cartridge

100

Pilot operated, proximity sensor

CEBN-100-NCDR-120 Cartridge
70

350
2

Cartridge
350

CEBN-040-NCDR-120
CEBN-070-NCDR-120

Pilot operated, proximity sensor

SAE-10-2N
40

15.18.770
Pilot operated, proximity sensor

SAE-08-2N

1

15.18.760
VP000057

15.18.750350

Cartridge
100

Pilot operated, proximity sensor

CEBN-100-NCDR-121 Cartridge
70

350
2

Cartridge
350

CEBN-040-NCDR-121
CEBN-070-NCDR-121

Pilot operated, proximity sensor
SAE-10-2N

40

15.19.830
Pilot operated, proximity sensor

SAE-08-2N

1

15.19.820
VP000057

15.19.810350

15.23.930
15.23.920

VP000013
SAE-08-2N

Cartridge
Cartridge

350
350

200
40

Pneumatic operated, poppet type
Pneumatic operated, poppet type

CEBN-200-NCAN-05
CEBN-040-NCAN-05

1

2

15.22.910
SAE-16-2NCartridge

Cartridge350
350

500
300

Piloted operated, spool type
CEBT-300-NAFN-99

15.21.890
SAE-16-2N

Cartridge350
300

Piloted operated, spool type
CEBT-300-NCFN-98

1

2

1

2

2

1

Piloted operated, spool type
CEBT-500-NAFN-99 SAE-20-2N

SAE-20-2N
Cartridge350

500
Piloted operated, spool type

CEBT-500-NCFN-98

15.24.940

VP000338Cartridge35040Direct acting, poppet type
CEBD-040-NACV
CEBD-040-NAMV

15.22.900

CECS-010-SEFN-61 Direct acting, spool type 10 Cartridge210 SAE-08-3N

15.20.870

1

2

3

15.21.880

Cartridge
VP000013

300

SAE-12-2N

350Pilot operated, proximity sensor

350
CartridgePilot operated, proximity sensorCEBN-200-NADR-101
Cartridge

15.17.720

15.17.740CEBN-300-NADR-101

CEBN-180-NADR-101

SAE-16-2N

180Pilot operated, proximity sensor
350200 15.17.730

Cartridge
Pilot operated, proximity sensor

CEBN-300-NCDR-100
Pilot operated, proximity sensorCEBN-200-NCDR-100

CEBN-180-NCDR-100

350

Cartridge
VP000013200

350
350

SAE-12-2N

300 15.16.680

180
15.16.670

Pilot operated, proximity sensor

15.16.660

SAE-16-2NCartridge

200
CEBN-180-NCDR-120 180

15.18.790
15.18.780

Cartridge
350 VP000013Cartridge

SAE-12-2N

CEBN-300-NCDR-120

Cartridge

Pilot operated, proximity sensor 300
Pilot operated, proximity sensor
Pilot operated, proximity sensor

350
CEBN-200-NCDR-120

15.18.800SAE-16-2N

350

CEBN-200-NCDR-121 Pilot operated, proximity sensor
350

15.19.840Pilot operated, proximity sensor

300Pilot operated, proximity sensor 15.19.860
200

SAE-16-2N

CEBN-180-NCDR-121 180

Cartridge
15.19.850350 VP000013

CEBN-300-NCDR-121

SAE-12-2NCartridge350
Cartridge

Hydraulic 
 scheme

    Valve
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  flow
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    Max.
 pressure 
    (bar)
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or cavity typeInstallation Page
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CEES-010-SEFN-53 SAE-08-4N210 Cartridge10Direct acting, spool type

CEES-010-SEFN-54 Direct acting, spool type 10 Cartridge210 SAE-08-4N

15.34.1040

15.35.1050

3 1

42

3 1

42

3 1

2 4

42

13

15.33.1030

15.32.1020

15.31.1010

SAE-08-4N210 Cartridge10Direct acting, spool typeCEES-010-SEFN-52

3 1

2 4

Direct acting, spool type 10 Cartridge210 SAE-08-4NCEES-010-SEFN-51

SAE-08-4N210 Cartridge10Direct acting, spool typeCEDS-010-SEFN-43

CEDS-010-SEFN-41 SAE-08-4N210 Cartridge10Direct acting, spool type 15.30.1000

13

42

CartridgeDirect acting, spool type
4

CEDS-010-SEFN-49
2

1

10 15.29.990
3

SAE-08-4N210

SAE-08-3NCartridge210Direct acting, spool type
13

2

10CECS-010-SEFN-62

CECS-010-SEFN-63 Direct acting, spool type 10 Cartridge SAE-08-3N

CECS-010-SEFN-64 SAE-08-3NCartridge10Direct acting, spool type

CEDS-010-SEFN-40 Direct acting, spool type 10 Cartridge SAE-08-4N

15.27.970

15.28.980

2

3 1

2

3 1

2

3 1

4

210

210

15.25.950

15.26.960

210

Hydraulic 
 scheme

    Valve
description

 Rated 
  flow
(l/min)

    Max.
 pressure 
    (bar)

Valve type Main port size
or cavity typeInstallation Page
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27
,5

3/4-16 UNF - 2A

12,7

18
,5

38
,5

6,
5

70

88

 8
1,

8 

2 Nm

Hex. 24

2

SAE-08-2N

45 - 50 Nm

M7 type

CEBD-001-NCFN

Standard

Knob style
  override

Knob style override

DIRECT OPERATED
POPPET TYPE

1

CE000201 CEBD-001-NCFK-15-S08-N350

350

350

CE000501 500CEBD-001-NCFK-15-S08-N500 Knob style override

CE000500 CEBD-001-NCFN-15-S08-N500

Standard

Standard 500

FLOW - Q (l/min)

2<>1

0 0,4 1,2 1,6 2
0

5
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25
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0,8

20

30

PR
ES

SU
RE

∆p
 (b

ar
)

2

1

Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000200 CEBD-001-NCFN-15-S08-N350

350/500 bar

1,5 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                      RA900081

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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 2
0 

 5
 

 M20x1,5 

 3
6  5

4 

1
2

Hex.19

2 Nm

VP000445

40 - 45 Nm

M7 type

CEBN-001-NCFN

350

0 0,2 0,6 0,8 1
0

5

10

25

15

0,4

20

30

FLOW - Q (l/min)

PR
ES

SU
RE

∆p
 (b

ar
)

1

2

DIRECT OPERATED
POPPET TYPE

1<>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000870 CEBN-001-NCFN-15-445-N350

350 bar

1 l/min

Installation torque:

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,1 kg

Seal kit:                                    RC700445

Max operating
pressure

(bar)
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27
,5

3/4-16 UNF - 2A

12,7

6,
5

70

18
,5

38
,5

88

 8
1,

8 

2 Nm

Hex. 24

2

1

SAE-08-2N

45 - 50 Nm

Standard

M7 type

CEBD-001-NCFN

Standard

Knob style
override

Knob style override

DIRECT OPERATED
POPPET TYPE

CE000203

CE000502

CEBD-001-NCFK-16-S08-N350

CEBD-001-NCFN-16-S08-N500

350

350

Knob style override 500CE000503 CEBD-001-NCFK-16-S08-N500

500Standard

FLOW - Q (l/min)

2<>1

0 0,4 1,2 1,6 2
0

5

10

25

15

0,8

20

30

PR
ES

SU
RE

∆p
 (b

ar
)

1

2

Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000202 CEBD-001-NCFN-16-S08-N350

350/500 bar

1,5 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                     RA900081

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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 2
0 
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 M20x1,5 

 3
6  5

4 

1
2

Hex.19

2 Nm

VP000445

40 - 45 Nm

M7 type

CEBN-001-NCFN DIRECT OPERATED
POPPET TYPE

350

0 0,2 0,6 0,8 1
0

5

10

25

15

0,4

20

30

FLOW - Q (l/min)

PR
ES

SU
RE

∆p
 (b

ar
)

1

2

1<>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000871 CEBN-001-NCFN-16-445-N350

350 bar

1 l/min

Installation torque:

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,1 kg

Seal kit:                                     RC700445

Max operating
pressure

(bar)
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27
,5

3/4-16 UNF - 2A

12,7

18
,5

38
,5

6,
5

70

88

 7
5,

6  8
3 

2 Nm

Hex. 24

2

SAE-08-2N

45 - 50 Nm

Standard

M7 type

CEBD-001-NAFN

Standard

Knob style
override

Knob style override

DIRECT OPERATED
POPPET TYPE

1

CE000205

CE000206

Push style override

Push style
override

CEBD-001-NAFP-13-S08-N350

CEBD-001-NAFK-13-S08-N350

350

350

350

Knob style override

CE000505

CE000506

Push style override 500CEBD-001-NAFP-13-S08-N500

CEBD-001-NAFK-13-S08-N500 500

CE000504 500CEBD-001-NAFN-13-S08-N500 Standard

PR
ES

SU
RE

∆p
 (b

ar
)

30

20

0,8

15

25

10

5

0
21,61,20,40

2<>1

FLOW - Q (l/min)

2

1

Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000204 CEBD-001-NAFN-13-S08-N350

350/500 bar

1,5 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                      RA900081

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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 2
0 

 5
 

 3
6  5

4 

 M20x1,5 

1
2

Hex.19

2 Nm

VP000445

40 - 45 Nm

M7 type

CEBN-001-NAFN DIRECT OPERATED
POPPET TYPE

350

1

2

PR
ES

SU
RE

∆p
 (b

ar
)

FLOW - Q (l/min)

30

20

0,4

15

25

10

5

0
10,80,60,20

1<>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000872 CEBN-001-NAFN-13-445-N350

350 bar

1 l/min

Installation torque:

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,1 kg

Seal kit:                                     RC700445

Max operating
pressure

(bar)
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27
,5

3/4-16 UNF - 2A

12,7

18
,5

38
,5

6,
5

70

88

 7
5,

6  8
3 

Hex. 24

2

2 Nm

SAE-08-2N

45 - 50 Nm

Standard

M7 type

CEBD-001-NAFN

Standard

Knob style
override

Knob style override

DIRECT OPERATED
POPPET TYPE

1

CE000208

CE000209

Push style override

Push style
override

CEBD-001-NAFP-14-S08-N350

CEBD-001-NAFK-14-S08-N350

350

350

350

CE000508

500CE000509 Knob style override

CEBD-001-NAFP-14-S08-N500 500Push style override

CEBD-001-NAFK-14-S08-N500

CE000507 CEBD-001-NAFN-14-S08-N500 500Standard

PR
ES

SU
RE

∆p
 (b

ar
)

30

20

0,8

15

25

10

5

0
21,61,20,40

2<>1

FLOW - Q (l/min)

2

1

Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000207 CEBD-001-NAFN-14-S08-N350

350/500 bar

1,5 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,15 kg

Seal kit:                                     RA900081

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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 M20x1,5 
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1

Hex.19

2 Nm

VP000445

40 - 45 Nm

350

M7 type

CEBN-001-NAFN DIRECT OPERATED
POPPET TYPE
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FLOW - Q (l/min)

PR
ES
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RE

∆p
 (b

ar
)

1

2

1<>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000873 CEBN-001-NAFN-14-445-N350

350 bar

1 l/min

Installation torque:

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,1 kg

Seal kit:                                     RC700445

Max operating
pressure

(bar)
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 3/4-16 UNF - 2A 

 7
0 

Hex. 24

3 Nm

Standard

Standard

Knob style override

Knob style
override

CEBS-010-NCFN DIRECT OPERATED
SPOOL TYPE

CE000093 CEBS-010-NCFE-22-S08-N210

1

2

2

1

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000092 CEBS-010-NCFN-22-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,12 kg

Seal kit:                                     RB700081

45 - 50 Nm

SAE-08-2N

M7 type
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000090 CEBS-010-NAFN-23-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,12 kg

Seal kit:                                     RB700081

SAE-08-2N

M7 type

45 - 50 Nm
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3 Nm

1

CEBD-015-NCFN

Standard

Standard Push style
override

Push style overrideCE000063 CEBD-015-NCFE-21-S08-N210

DIRECT OPERATED
POPPET TYPE

2

1

2

CE000905 CEBD-015-NCFE-21-S08-N210-T Push and twist style override

Push and twist
style override

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000062 CEBD-015-NCFN-21-S08-N210

210 bar

15 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,12 kg

Seal kit:                                    RB700081

SAE-08-2N

M7 type

45 - 50 Nm
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000470 CEBN-040-NCFF-01-S08-N350

350 bar

40 l/min

Installation torque:

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,16 kg

Seal kit:                                      RA900081

OPTIONS
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PATENT PENDING
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000455 CEBN-030-NCFN-01-S08-N350

350 bar

30 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,15 kg

Seal kit:                                      RA900081                           

Max operating
pressure

(bar)

SEALING CAP
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000210 CEBN-040-NCFN-01-S08-N350

350/500 bar

40 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                      RA900081                           

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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PATENT PENDING
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000245 CEBN-070-NCFN-01-S10-N350

350/500 bar

70 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,18 kg

Seal kit:                                      RA900082                           

Max operating
pressure

(bar)

SEALING CAP
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000280 CEBN-100-NCFN-01-057-N350

350/500 bar

100 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Max operating
pressure

(bar)

Seal kit:                                     RC900057

SEALING CAP
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PILOT OPERATED
POPPET TYPE

CE000317 CEBN-180-NCFK-01-S12-N350

CE000617 Knob style overrideCEBN-180-NCFK-01-S12-N500
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000315 CEBN-180-NCFN-01-S12-N350

350/500 bar

180 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Max operating
pressure

(bar)

Seal kit:                                     RA900083

SEALING CAP

PATENT PENDING
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PILOT OPERATED
POPPET TYPE
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000350 CEBN-200-NCFN-01-013-N350

350/500 bar

200 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,35 kg

Max operating
pressure

(bar)

Seal kit:                                     RC900013

SEALING CAP
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000385 CEBN-300-NCFN-01-S16-N350

350/500 bar

300 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,36 kg

Seal kit:                                      RA900084

Max operating
pressure

(bar)

SEALING CAP
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Ordering code:

AT000113

350

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000457 CEBN-030-NCFN-05-S08-N350

350 bar

30 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,15 kg

Seal kit:                                      RA900081

Max operating
pressure 

(bar)

SEALING CAP
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Ordering code:
AT000113

CE000221 350

350

No

No

Yes

No

No

Knob style override

CE000219 CEBN-040-XCFN-05-S08-N350

CEBN-040-XCFK-05-S08-N350

Standard 350 Yes

22

1

With extra spring

Extra spring

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000218 CEBN-040-NCFN-05-S08-N350

350/500 bar

40 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                      RA900081

Max operating
pressure 

(bar)

SEALING CAP

Extra
Spring

PATENT PENDING
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Ordering code:
AT000113

CE000254

350
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CEBN-070-XCFK-05-S10-N350

Standard

Knob style overrideCE000256
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With extra spring

1

22

Extra spring

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000253 CEBN-070-NCFN-05-S10-N350

350/500 bar

70 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,18 kg

Max operating
pressure

(bar)

Seal kit:                                     RA900082

SEALING CAP

Extra
Spring

PATENT PENDING
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110 - 130 Nm
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Knob style override

PILOT OPERATED
POPPET TYPE

CE000290 CEBN-100-NCFK-05-057-N350

CE000590 Knob style overrideCEBN-100-NCFK-05-057-N500

StandardCE000588 CEBN-100-NCFN-05-057-N500
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Ordering code:
AT000113

CEBN-100-XCFK-05-057-N350
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Knob style override

Standard 350
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000288 CEBN-100-NCFN-05-057-N350

350/500 bar

100 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Max operating
pressure

(bar)

Seal kit:                                     RC900057

SEALING CAP

Extra
Spring

PATENT PENDING
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PILOT OPERATED
POPPET TYPE
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Ordering code:
AT000113

350CEBN-180-XCFN-05-S12-N350CE000324

CEBN-180-XCFK-05-S12-N350 Knob style override 350CE000326

Standard

1

2 2

1

With extra spring

Extra spring

No

No

Yes

Yes

No

No

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000323 CEBN-180-NCFN-05-S12-N350

350/500 bar

180 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RA900083

Max operating
pressure

(bar)

SEALING CAP

Extra
Spring

PATENT PENDING
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PILOT OPERATED
POPPET TYPE

CE000360 CEBN-200-NCFK-05-013-N350

CE000660 CEBN-200-NCFK-05-013-N500 Knob style override

StandardCE000658 CEBN-200-NCFN-05-013-N500
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000358 CEBN-200-NCFN-05-013-N350

350/500 bar

200 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,35 kg

Seal kit:                                     RC900013

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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Ordering code:
AT000113

350

350

CE000396 CEBN-300-XCFK-05-S16-N350 Knob style override

StandardCE000394 CEBN-300-XCFN-05-S16-N350

No

No

Yes

Yes

No

No

2

1

2

1

With extra spring

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000393 CEBN-300-NCFN-05-S16-N350

350/500 bar

300 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,36 kg

Seal kit:                                      RA900084

Max operating
pressure

(bar)

SEALING CAP

Extra
Spring

PATENT PENDING



15.10.270 Rev. 03/20
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POPPET TYPE
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000214 CEBN-040-NCFN-03-S08-N350

350/500 bar

40 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                     RA900081

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING



15.10.280Rev. 03/20
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000249 CEBN-070-NCFN-03-S10-N350

350/500 bar

70 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,18 kg

Seal kit:                                     RA900082

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING



15.10.290 Rev. 03/20
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VP000057

110 - 130 Nm

Standard

M7 type

CEBN-100-NCFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

CE000286 CEBN-100-NCFK-03-057-N350

CE000586 Knob style overrideCEBN-100-NCFK-03-057-N500

StandardCE000584 CEBN-100-NCFN-03-057-N500

350

350

500

500

2<>1

PR
ES

SU
RE

∆p
 (b

ar
)

FLOW - Q (l/min)

30

20

40

15

25

10

5

0
1008060200 Ordering code:

AT000113

CE000585

CE000587

CEBN-100-XCFN-03-057-N500

CEBN-100-XCFK-03-057-N500 Knob style override

Standard 500

500

No

No

No

No

Yes

Yes

2

1

With extra spring

Extra spring

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000284 CEBN-100-NCFN-03-057-N350

350/500 bar

100 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Max operating
pressure

(bar)

Seal kit:                                     RC900057

SEALING CAP

Extra
Spring

PATENT PENDING



15.10.300Rev. 03/20
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135 - 150 Nm

Standard

M7 type

CEBN-200-NCFN

Knob style
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POPPET TYPE
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Ordering code:
AT000113

CE000356 CEBN-200-NCFK-03-013-N350

CE000654

CE000656

CEBN-200-NCFN-03-013-N500

CEBN-200-NCFK-03-013-N500

Standard

350

350

500

500Knob style override

Knob style override

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000354 CEBN-200-NCFN-03-013-N350

350 bar

200 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,35 kg

Seal kit:                                     RC900013

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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Ordering code:
AT000113

1

2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000389 CEBN-300-NCFN-03-S16-N350

350/500 bar

300 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,37 kg

Seal kit:                                      RA700084

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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Push style override
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000461 CEBN-030-NAFN-02-S08-N350

350 bar

30 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,15 kg

Seal kit:                                     RA900081

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000230 CEBN-040-NAFN-02-S08-N350

350/500 bar

40 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                     RA900081

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000265 CEBN-070-NAFN-02-S10-N350

350/500 bar

70 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,18 kg

Seal kit:                                     RA900082

Max operating
pressure

(bar)

SEALING CAP



15.11.350 Rev. 03/20
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POPPET TYPE
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000300 CEBN-100-NAFN-02-057-N350

350/500 bar

100 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RC900057

Max operating
pressure

(bar)

SEALING CAP
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AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000335 CEBN-180-NAFN-02-S12-N350

350/500 bar

180 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RA900083

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING



15.11.370 Rev. 03/20
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POPPET TYPE
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000370 CEBN-200-NAFN-02-013-N350

350/500 bar

200 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,35 kg

Seal kit:                                     RC900013

Max operating
pressure

(bar)

SEALING CAP
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000405 CEBN-300-NAFN-02-S16-N350

350/500 bar

300 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,36 kg

Seal kit:                                      RA900084

Max operating
pressure

(bar)

SEALING CAP



15.12.390 Rev. 03/20

PATENT PENDING

27
,5

3/4-16 UNF - 2A

12,7

18
,5

38
,5

6,
5

70

 8
8 

 7
5,

6  8
3 

Hex. 24

2

2 Nm

SAE-08-2N

45 - 50 Nm

Standard

M7 type

CEBN-030-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

1

Push style
override

CE000465 CEBN-030-NAFP-06-S08-N350

CE000466

Push style override

CEBN-030-NAFK-06-S08-N350

350

350

350

20

12

15

25

10

5

0
30241860

30

PR
ES

SU
RE

∆p
 (b

ar
)

FLOW - Q (l/min)

2

1

Ordering code:
AT000113

2>1
1>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000464 CEBN-030-NAFN-06-S08-N350

350 bar

30 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,15 kg

Seal kit:                                      RA900081

Max operating
pressure

(bar)

SEALING CAP
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Ordering code:

AT000113

CE000483 CEBN-040-XAFN-06-S08-N350 Standard 350

No

No

No

No

No

No

Yes

With extra spring

Extra spring
2<>1

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000236 CEBN-040-NAFN-06-S08-N350

350/500 bar

40 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                      RA900081

Max operating
pressure

(bar)

SEALING CAP

Extra
spring
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Ordering code:
AT000113

1>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000271 CEBN-070-NAFN-06-S10-N350

350/500 bar

70 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,18 kg

Seal kit:                                     RA900082

Max operating
pressure

(bar)

SEALING CAP
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Hex. 27
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2 Nm

VP000057

110 - 130 Nm

Standard

M7 type

CEBN-100-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

1

Push style
override

CE000307 CEBN-100-NAFP-06-057-N350

CE000308

Push style override

CEBN-100-NAFK-06-057-N350

CEBN-100-NAFP-06-057-N500 Push style override

CEBN-100-NAFK-06-057-N500

CE000607

CE000608 Knob style override

StandardCE000606 CEBN-100-NAFN-06-057-N500
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000306 CEBN-100-NAFN-06-057-N350

350/500 bar

100 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RC900057

Max operating
pressure

(bar)

SEALING CAP



15.12.430 Rev. 03/20

1-1/16 12 UNF - 2A

44
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 7
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1 

2

2 Nm

Hex. 30

1

SAE-12-2N

135 - 150 Nm

Standard

M7 type

CEBN-180-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

CE000342 Push style overrideCEBN-180-NAFP-06-S12-N350

CE000343 CEBN-180-NAFK-06-S12-N350

Push style
override

350

350

350

CEBN-180-NAFK-06-S12-N500 Knob style override 500CE000643

Push style override 500CEBN-180-NAFP-06-S12-N500CE000642

500StandardCEBN-180-NAFN-06-S12-N500CE000641
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000341 CEBN-180-NAFN-06-S12-N350

350/500 bar

180 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RA900083

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING



15.12.440Rev. 03/20

PATENT PENDING

30

G 1"

49

11
38

,5

62
,5

 39 

80
,5

 7
6 

 6
8,

6 

2

2 Nm

Hex. 34

1

VP000013

135 - 150 Nm

Standard

M7 type

CEBN-200-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

CE000377 Push style overrideCEBN-200-NAFP-06-013-N350

CE000378 CEBN-200-NAFK-06-013-N350

Push style
override

350

350

350

CEBN-200-NAFK-06-013-N500 Knob style override 500CE000678

Push style override 500CEBN-200-NAFP-06-013-N500CE000677

500StandardCEBN-200-NAFN-06-013-N500CE000676

2
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000376 CEBN-200-NAFN-06-013-N350

350/500 bar

200 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,35 kg

Seal kit:                                     RC900013

Max operating
pressure

(bar)

SEALING CAP



15.12.450 Rev. 03/20

PATENT PENDING

1 5/16-12 UNF - 2A
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7 

2

2 Nm

Hex. 36

1

SAE-16-2N

118 - 132 Nm

Standard

M7 type

CEBN-300-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

CEBN-300-NAFP-06-S16-N350CE000412

Standard

Knob style override

CEBN-300-NAFN-06-S16-N500CE000711

CE000413 CEBN-300-NAFK-06-S16-N350
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Push style override

Push style override 500

500

CE000713

CE000712

CEBN-300-NAFK-06-S16-N500

CEBN-300-NAFP-06-S16-N500

Push style
override
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000411 CEBN-300-NAFN-06-S16-N350

350/500 bar

300 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,36 kg

Seal kit:                                      RA900084

Max operating
pressure

(bar)

SEALING CAP



15.13.460Rev. 03/20

PATENT PENDING
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Hex. 24

2

2 Nm
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45 - 50 Nm

Standard

M7 type

CEBN-040-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

1

Push style
override

CE000234 CEBN-040-NAFP-04-S08-N350

CE000235

Push style override

CEBN-040-NAFK-04-S08-N350

350

350
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CEBN-040-NAFK-04-S08-N500 500

CEBN-040-NAFP-04-S08-N500 Push style overrideCE000534 500

CE000535 Knob style override

500StandardCE000533 CEBN-040-NAFN-04-S08-N500
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2

Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000233 CEBN-040-NAFN-04-S08-N350

350/500 bar

40 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                      RA900081

Max operating
pressure

(bar)

SEALING CAP



15.13.470 Rev. 03/20

PATENT PENDING
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Hex. 27

2

2 Nm

1
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55 - 62 Nm

Standard

M7 type

CEBN-070-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

Push style
override

CE000269 CEBN-070-NAFP-04-S10-N350

CE000270

Push style override

CEBN-070-NAFK-04-S10-N350

CE000569

CE000570 CEBN-070-NAFK-04-S10-N500 Knob style override

CEBN-070-NAFP-04-S10-N500 Push style override

CE000568 CEBN-070-NAFN-04-S10-N500 Standard
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000268 CEBN-070-NAFN-04-S10-N350

350 bar

70 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,18 kg

Seal kit:                                    RA900082

Max operating
pressure

(bar)

SEALING CAP



15.13.480Rev. 03/20

PATENT PENDING

38
,5

23,5

38

17
,5

7

69

G 3/4"

 32 

87

 8
2 

 7
4,

6 

Hex. 27

2

2 Nm

1

VP000057

110 - 130 Nm

Standard

M7 type

CEBN-100-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

Push style
override

CE000304 CEBN-100-NAFP-04-057-N350

CE000305

Push style override

CEBN-100-NAFK-04-057-N350

CEBN-100-NAFP-04-057-N500 Push style override

CEBN-100-NAFK-04-057-N500

CE000604

CE000605 Knob style override

StandardCE000603 CEBN-100-NAFN-04-057-N500
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000303 CEBN-100-NAFN-04-057-N350

350/500 bar

100 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RC900057

Max operating
pressure

(bar)

SEALING CAP



15.13.490 Rev. 03/20

PATENT PENDING
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2 Nm

Hex. 34

1

VP000013

135 - 150 Nm

Standard

M7 type

CEBN-200-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

CE000374 Push style overrideCEBN-200-NAFP-04-013-N350

CE000375 CEBN-200-NAFK-04-013-N350

Push style
override

350
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350

CEBN-200-NAFK-04-013-N500 Knob style override 500CE000675

Push style override 500CEBN-200-NAFP-04-013-N500CE000674

500StandardCEBN-200-NAFN-04-013-N500CE000673
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000373 CEBN-200-NAFN-04-013-N350

350/500 bar

200 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,35 kg

Seal kit:                                     RC900013

Max operating
pressure

(bar)

SEALING CAP



15.13.500Rev. 03/20

1 5/16-12 UNF - 2A
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2 Nm

Hex. 36

1

SAE-16-2N

118 - 132 Nm

Standard

M7 type

CEBN-300-NAFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

CEBN-300-NAFP-04-S16-N350CE000409
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Knob style override

CEBN-300-NAFN-04-S16-N500CE000708
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Ordering code:
AT000113

1

2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000408 CEBN-300-NAFN-04-S16-N350

350/500 bar

300 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,37 kg

Seal kit:                                      RA700084

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING



15.14.510 Rev. 03/20

PATENT PENDING
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Hex. 24
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2 Nm

SAE-08-2N

45 - 50 Nm

Standard

M7 type

CEBN-040-NCFN

Standard

Knob style
  override

PILOT OPERATED
POPPET TYPE

1

CE000228 CEBN-040-NCFK-31-S08-N350 Knob style override
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Ordering code:
AT000113

Yes

No

No

No

CE000227 CEBN-040-XCFN-31-S08-N350 Standard 350

No

1>2

Extra spring

CE000229 CEBN-040-XCFK-31-S08-N350 Knob style override 350 Yes

2>1

22

1 1

With extra spring

1>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000226 CEBN-040-NCFN-31-S08-N350

350/500 bar

40 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                      RB900081

Max operating
pressure

(bar)

SEALING CAP

Extra
Spring



15.14.520Rev. 03/20

PATENT PENDING
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CEBN-070-NCFN

Standard

Knob style
override

PILOT OPERATED
POPPET TYPE

CE000263 CEBN-070-NCFK-31-S10-N350 Knob style override

CE000563 Knob style overrideCEBN-070-NCFK-31-S10-N500

CE000561 CEBN-070-NCFN-31-S10-N500 Standard
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000261 CEBN-070-NCFN-31-S10-N350

350/500 bar

70 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,18 kg

Seal kit:                                      RB900082

Max operating
pressure

(bar)

SEALING CAP



15.14.530 Rev. 03/20

PATENT PENDING
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110 - 130 Nm

Standard

M7 type

CEBN-100-NCFN

Standard

Knob style
override

Knob style override

PILOT OPERATED
POPPET TYPE

CE000298 CEBN-100-NCFK-31-057-N350

CE000598 Knob style overrideCEBN-100-NCFK-31-057-N500

StandardCE000596 CEBN-100-NCFN-31-057-N500

350

350
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500

Ordering code:
AT000113

With extra spring

1

2

1

2
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Knob style override
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Extra spring

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000296 CEBN-100-NCFN-31-057-N350

350/500 bar

100 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Max operating
pressure

(bar)

Seal kit:                                     RD900057

SEALING CAP

Extra
Spring



15.14.540Rev. 03/20
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Standard
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Standard

Knob style
override

PILOT OPERATED
POPPET TYPE
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000331 CEBN-180-NCFN-31-S12-N350

350/500 bar

180 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RB900083

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING



15.14.550 Rev. 03/20

PATENT PENDING
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POPPET TYPE
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Ordering code:
AT000113

2>1

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000366 CEBN-200-NCFN-31-013-N350

350/500 bar

200 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,35 kg

Seal kit:                                     RD900013

Max operating
pressure

(bar)

SEALING CAP



15.14.560Rev. 03/20

PATENT PENDING
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POPPET TYPE
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000401 CEBN-300-NCFN-31-S16-N350

350/500 bar

300 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,36 kg

Seal kit:                                      RB900084

Max operating
pressure

(bar)

SEALING CAP



15.15.570 Rev. 03/20
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000242 CEBN-040-NAFN-32-S08-N350

350/500 bar

40 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Seal kit:                                      RB900081

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000277 CEBN-070-NAFN-32-S10-N350

350/500 bar

70 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,18 kg

Seal kit:                                      RB900082

Max operating
pressure

(bar)

SEALING CAP
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Ordering code:
AT000113

1>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000312 CEBN-100-NAFN-32-057-N350

350/500 bar

100 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RD900057

Max operating
pressure

(bar)

SEALING CAP
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000347 CEBN-180-NAFN-32-S12-N350

350/500 bar

180 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,25 kg

Seal kit:                                     RB900083

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING



15.15.610 Rev. 03/20

49

38
,5

G 1"

30

11

62
,5

 39 

80
,5

 6
8,

6  7
6 

2 Nm

Hex. 34

2

VP000013

135 - 150 Nm

Standard

M7 type

CEBN-200-NAFN

Standard

PILOT OPERATED
POPPET TYPE

1

Knob style
override

Push style
override

CE000383 CEBN-200-NAFP-32-013-N350 Push style override

CE000384 Knob style overrideCEBN-200-NAFK-32-013-N350

350

350

350

CE000684

Push style override

500CEBN-200-NAFK-32-013-N500

CEBN-200-NAFP-32-013-N500CE000683

Knob style override

CE000682 CEBN-200-NAFN-32-013-N500

500

500Standard

0 40 120 160 200
0

5

10

25

15

80

20

30

FLOW - Q (l/min)

PR
ES

SU
RE

∆p
 (b

ar
)

2<>1

1

2

Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000382 CEBN-200-NAFN-32-013-N350

350/500 bar

200 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,35 kg

Seal kit:                                     RD900013

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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Ordering code:
AT000113

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000417 CEBN-300-NAFN-32-S16-N350

350/500 bar

300 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,36 kg

Seal kit:                                      RB900084

Max operating
pressure

(bar)

SEALING CAP

PATENT PENDING
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DIN 43650
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Connector

CE000472 CEBN-040-NCDR-100-S08-V350-12HR

350 bar

40 l/min

Coil type:

0,5 kg

Installation torque:

NOTES

OptionsVoltage

Operating temperature:        -25/+80°C

Seal kit:
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POPPET TYPE
PROXIMITY SENSORCEBN-070-NCDR

RA100082

CE000938 CEBN-070-NCDR-100-S10-V350-24HR

-25/+80°C

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000473 CEBN-070-NCDR-100-S10-V350-12HR

350 bar

70 l/min

Coil type:

0,5 kg

Installation torque:

NOTES

Voltage OptionsConnector

DIN 43650

DIN 43650

Proximity sensor24V DC

12V DC Proximity sensor

Operating temperature:

Seal kit:



15.16.650 Rev. 03/20

Pnp 4

3

2

1

-
+

1

2

 M12x1 

 39 

 M20x1 

 1
2 

 1
37

 m
ax

. 

 G 3/4" 

 32 

 3
8 

 23,5 

 7
 Hex.27

Hex.24

Electrical
connector 4 pole

1

2

Hex.27

15 Nm

VP000057

110 - 130 Nm

M7 type

POPPET TYPE
PROXIMITY SENSORCEBN-100-NCDR

Proximity sensor

RC100057

12V DC
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Connector

CE001088 CEBN-100-NCDR-100-057-V350-12HR

350 bar

100 l/min

Coil type:

0,6 kg

Installation torque:

NOTES

OptionsVoltage

Operating temperature:        -25/+80°C

Seal kit:
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DIN 43650

DIN 43650

Proximity sensor24V DC

12V DC Proximity sensor

POPPET TYPE
PROXIMITY SENSOR

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001090 CEBN-180-NCFN-100-S12-V350-12HR

350 bar

180 l/min

Installation torque:

NOTES

Coil type:

0,6 kg

Seal kit:                                     RA100083

Voltage OptionsConnector

Operating temperature:        -25/+80°C
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POPPET TYPE
PROXIMITY SENSOR

DIN 43650

DIN 43650

Proximity sensor24V DC

12V DC Proximity sensor

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001092 CEBN-200-NCFN-100-013-V350-12HR

350 bar

200 l/min

Installation torque:

NOTES

Coil type:

0,71 kg

Seal kit:                                     RC100013

Operating temperature:        -25/+80°C

Voltage OptionsConnector
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000475 CEBN-300-NCDR-100-S16-V350-12HR

350 bar

300 l/min

Coil type:

0,7 kg

Seal kit:

Installation torque:

NOTES

Voltage OptionsConnector

Operating temperature:        -25/+80 °C
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CEBN-040-NADR-101-S08-V350-24HRCE000476 DIN 43650
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Proximity sensor24V DC

12V DC Proximity sensor

-25/+80°C

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001053 CEBN-040-NADR-101-S08-V350-12HR

350 bar

40 l/min

Seal kit:

Coil type:

0,5 kg

Installation torque:

NOTES

Voltage OptionsConnector

Operating temperature:
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Proximity sensor24V DC

12V DC Proximity sensor

CEBN-070-NADR-101-S10-V350-24HR CE001065

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001043 CEBN-070-NADR-101-S10-V350-12HR

350 bar

70 l/min

Coil type:

0,5 kg

Installation torque:

NOTES

Seal kit:

Operating temperature: -25/+80°C

Voltage OptionsConnector
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POPPET TYPE
PROXIMITY SENSOR

-25/+80°C

Proximity sensor12V DC

24V DC Proximity sensor

DIN 43650

DIN 43650  
 

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001094 CEBN-100-NAFN-101-057-V350-12HR

350 bar

100 l/min

Installation torque:

NOTES

Coil type:

0,6 kg

Seal kit:                                     RC100057

Operating temperature:

Connector OptionsVoltage
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POPPET TYPE
PROXIMITY SENSOR

Proximity sensor12V DC

24V DC Proximity sensor

DIN 43650

DIN 43650   

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001096 CEBN-180-NAFN-101-S12-V350-12HR

350 bar

180 l/min

Installation torque:

NOTES

Coil type:

0,6 kg

Seal kit:                                     RA100083

Operating temperature: -25/+80°C

Connector OptionsVoltage
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POPPET TYPE
PROXIMITY SENSOR

  DIN 43650
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Proximity sensor24V DC

12V DC Proximity sensor

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001098 CEBN-200-NAFN-101-013-V350-12HR

350 bar

200 l/min

Installation torque:

NOTES

Coil type:

0,71 kg

Seal kit:                                     RC100013

-25/+80°COperating temperature:

Voltage OptionsConnector
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-25/+80°C

DIN 43650

DIN 43650

Proximity sensor24V DC

12V DC Proximity sensor

CEBN-300-NADR-101-S16-V350-24HRCE001066

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001044 CEBN-300-NADR-101-S16-V350-12HR

350 bar

300 l/min

Coil type:

0,7 kg

Installation torque:

NOTES

Seal kit:

Operating temperature:

Voltage OptionsConnector
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Proximity sensor24V DC

12V DC Proximity sensor

CEBN-040-NCDR-120-S08-V350-24HRCE001064

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001035 CEBN-040-NCDR-120-S08-V350-12HR

350 bar

40 l/min

Installation torque:

NOTES

Coil type:

0,5 kg

Seal kit:                                      RB100081

Operating temperature:

Voltage OptionsConnector
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001045 CEBN-070-NCDR-120-S10-V350-12HR

350 bar

70 l/min

Coil type:

0,53 kg

Installation torque:

NOTES

Operating temperature:

Seal kit:

DIN 43650

DIN 43650

Proximity sensor24V DC

12V DC Proximity sensor

Voltage OptionsConnector

CEBN-070-NCDR-120-S10-V350-24HRCE001067
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POPPET TYPE
PROXIMITY SENSOR

DIN 43650

DIN 43650

24V DC

12V DC Proximity sensor

Proximity sensor

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001100 CEBN-100-NCFN-120-057-V350-12HR

350 bar

100 l/min

Installation torque:

NOTES

Coil type:

0,6 kg

Seal kit:                                     RD100057

-25/+80°COperating temperature:

Connector OptionsVoltage
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POPPET TYPE
PROXIMITY SENSOR

Proximity sensor

Proximity sensor12V DC

24V DC

DIN 43650

DIN 43650

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001102 CEBN-180-NCFN-120-S12-V350-12HR

350 bar

180 l/min

Installation torque:

NOTES

Coil type:

0,6 kg

Seal kit:                                     RB100083

-25/+80°COperating temperature:

Voltage OptionsConnector
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DIN 43650

24V DC

12V DC Proximity sensor

Proximity sensor

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001104 CEBN-200-NCFN-120-013-V350-12HR

350 bar

200 l/min

Installation torque:

NOTES

Coil type:

0,7 kg

Seal kit:                                     RD100013

-25/+80°COperating temperature:

Connector OptionsVoltage
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12V DC Proximity sensor

CEBN-300-NCDR-120-S16-V350-24HRCE001068

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001046 CEBN-300-NCDR-120-S16-V350-12HR

350 bar

300 l/min

Coil type:

0,7 kg

Installation torque:

NOTES

Seal kit:

Operating temperature:

Voltage OptionsConnector
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Proximity sensor24V DCCEBN-040-NADR-121-S08-V350-24HRCE001069

12V DC Proximity sensor

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001047 CEBN-040-NADR-121-S08-V350-12HR

350 bar

40 l/min

Installation torque:

NOTES

Coil type:

0,5 kg

Seal kit:                                      RB100081

Operating temperature:

Voltage OptionsConnector
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Proximity sensor24V DCCEBN-070-NADR-121-S10-V350-24HRCE001070

12V DC Proximity sensor

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001048 CEBN-070-NADR-121-S10-V350-12HR

350 bar

70 l/min

Installation torque:

NOTES

Coil type:

0,53 kg

Seal kit:                                      RB100082

Voltage OptionsConnector

Operating temperature:
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POPPET TYPE
PROXIMITY SENSOR

Proximity sensor12V DC

24V DC Proximity sensor

DIN 43650

DIN 43650

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001106 CEBN-100-NAFN-121-057-V350-12HR

350 bar

100 l/min

Installation torque:

NOTES

Coil type:

0,6 kg

Seal kit:                                     RD100057

-25/+80°COperating temperature:

Connector OptionsVoltage
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Proximity sensor12V DC

24V DC Proximity sensor

DIN 43650

DIN 43650

Operating temperature: -25/+80°C

POPPET TYPE
PROXIMITY SENSOR

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001108 CEBN-180-NAFN-121-S12-V350-12HR

350 bar

180 l/min

Installation torque:

NOTES

Coil type:

0,6 kg

Seal kit:                                     RB100083

Connector OptionsVoltage
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Proximity sensor12V DC

24V DC Proximity sensor

DIN 43650

DIN 43650

POPPET TYPE
PROXIMITY SENSOR

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001110 CEBN-200-NAFN-121-013-V350-12HR

350 bar

200 l/min

Installation torque:

NOTES

Coil type:

0,71 kg

Seal kit:                                     RD100013

-25/+80°COperating temperature:

Connector OptionsVoltage
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Proximity sensor24V DCCEBN-300-NADR-121-S16-V350-24HRCE001071

12V DC Proximity sensor

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE001049 CEBN-300-NADR-121-S16-V350-12HR

350 bar

300 l/min

Installation torque:

NOTES

Coil type:

0,72 kg

Seal kit:                                      RB100084

Operating temperature:

Voltage OptionsConnector
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CEBD-040-NACV-97-338-N350CE000819

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000818 CEBD-040-NAMV-97-338-N350

350 bar

40 l/min

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,4 kg

M14 type

Installation torque:

Seal kit: RD700338

To be mounted with M5x30 screws

Maximum pressure in 2 :  100 bar

5 Nm

Sensor type

Max. int. leakage: 200 cc/min (@46 cSt)
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000913 CEBT-300-NCFN-98-S16-N350

350 bar

300 l/min

0,5 kg

Max. int. leakage:

SAE-16-2N

Seal kit:                                      RA900084

Coil type: M7 type

Installation torque:

OPTIONS

NOTES

SEALING CAP

118 - 132 Nm

350 cm3/min (@46 cSt)
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Ordering code:
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CEBT-500-NCFK-98-S20-N350CE000764 Knob style override
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000763 CEBT-500-NCFN-98-S20-N350

350 bar

500 l/min

Coil type:

0,7 kg

Max. int. leakage:

Options

230 - 250 Nm

M7 type

400 cm3/min (@46 cSt)

SAE-20-2N

Seal kit:                                      

SEALING CAP

NOTES

OPTIONS

Installation torque:
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CE000888 CEBT-300-NAFE-99-S16-N350 Knob style override

Standard

Knob style
override Ordering code:

AT000113

1>2

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000861 CEBT-300-NAFN-99-S16-N350

350 bar

300 l/min

0,5 kg

Max. int. leakage: 350 cm3/min (@46 cSt)

SAE-16-2N

Seal kit:                                      RA900084

Coil type: M7 type

118 - 132 Nm

SEALING CAP

NOTES

OPTIONS

Installation torque:
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000765 CEBT-500-NAFN-99-S20-N350

350 bar

500 l/min

Coil type:

0,7 kg

Max. int. leakage:

Options

M7 type

400 cm3/min (@46 cSt)

SAE-20-2N

Seal kit:                                      

Installation torque:

OPTIONS

NOTES

SEALING CAP

230 - 250 Nm
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000961 CEBN-040-NCAN-123-S08-N350

350 bar

40 l/min

Installation torque:

NOTES

0,31 kg

Seal kit:                                      RA900081

Pneumatic pilot pressure
(bar)
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POPPET TYPE
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description

CE000883 CEBN-200-NCAN-123-013-N350

350 bar

200 l/min

Installation torque:

0,52 kg

Pneumatic pilot pressure
(bar)

NOTES

VP000013

Seal kit:                                     RA900013
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Standard

DIRECT OPERATED
SPOOL TYPE

CE000066 CECS-010-SEFE-61-S08-N210 Knob style override

3

2

1

1

2

3

SOLENOID OPERATED CARTRIDGE

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000009

210 bar

10 l/min

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

120cm3/min

45 - 50 Nm

SAE-08-3N

CECS-010-SEFN-61-S08-N210

M7 type

Leakage:

Seal kit:                                      RB700091

NOTES
Installation torque:

OPTIONS
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Standard
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CECS-010-SEFN DIRECT OPERATED
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000010 CECS-010-SEFN-62-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Leakage:

Seal kit:                                      RB700091

120cm3/min

45 - 50 Nm

M7 type

SAE-08-3N
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CECS-010-SEFN DIRECT OPERATED
SPOOL TYPE

CE000068 CECS-010-SEFE-63-S08-N210
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000011 CECS-010-SEFN-63-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Leakage:

Seal kit:                                      RB700091

120cm3/min

45 - 50 Nm

M7 type

SAE-08-3N
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CE000070 CECS-010-SEFE-64-S08-N210

DIRECT OPERATED
SPOOL TYPE
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000008 CECS-010-SEFN-64-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Leakage:

Seal kit:                                      RB700091

120cm3/min

SAE-08-3N

M7 type

45 - 50 Nm

Standard
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000014 CEDS-010-SEFN-40-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Leakage:

Seal kit:                                      RB700101

120cm3/min

45 - 50 Nm

M7 type

SAE-08-4N
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42

13

SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000867 CEDS-010-SEFN-49-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Leakage:

Seal kit:                                    RB700101

120cm3/min

45 - 50 Nm

M7 type

SAE-08-4N
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Standard
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SPOOL TYPE

CE000073 CEDS-010-SEFE-41-S08-N210
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000012 CEDS-010-SEFN-41-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Leakage:

Seal kit:                                      RB700101

120cm3/min

45 - 50 Nm

M7 type

SAE-08-4N
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SPECIFICATIONS

ORDERING CODES

Max. operating pressure:

Rated flow:

Weight:

SOLENOID OPERATED CARTRIDGE

Cavity:

Quick
code Description Options

CE000006 CEDS-010-SEFN-43-S08-N210

210 bar

10 l/min

Installation torque:

OPTIONS

NOTES

Min. voltage required:   90% of nominal

Coil type:

0,14 kg

Leakage:

Seal kit:                                      RB700101

120cm3/min

45 - 50 Nm

M7 type

SAE-08-4N
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CE000098 CEES-010-SEFL-51-S08-N210 Push and pull
manual override
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pull manual 
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Push pull and twist
manual overrideCE000189 CEES-010-SEFG-51-S08-N210
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ORDERING CODES

SOLENOID OPERATED CARTRIDGE

Quick
code Description Options

CE000028 CEES-010-SEFN-51-S08-N210

Leakage:

0,18 kg

Coil type:

Min. voltage required:   90% of nominal

NOTES

OPTIONS

Installation torque:

10 l/min

210 bar

Cavity:

Weight:

Rated flow:

Max. operating pressure:

SPECIFICATIONS

Seal kit:                                      RB700101

120cm3/min

M7 type

45 - 50 Nm

SAE-08-4N
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ORDERING CODES

SOLENOID OPERATED CARTRIDGE

Quick
code Description Options

CE000029 CEES-010-SEFN-52-S08-N210

OPTIONS

Leakage:

0,18 kg

Coil type:

Min. voltage required:   90% of nominal

NOTES
Installation torque:

10 l/min

210 bar

Cavity:

Weight:

Rated flow:

Max. operating pressure:

SPECIFICATIONS

Seal kit:                                      RB700101

120cm3/min

M7 type

SAE-08-4N

45 - 50 Nm
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ORDERING CODES

SOLENOID OPERATED CARTRIDGE

Quick
code Description Options

CE000083 CEES-010-SEFN-53-S08-N210

Seal kit:                                     RB700101

Leakage:

0,18 kg

Coil type:

Min. voltage required:   90% of nominal

NOTES

OPTIONS

Installation torque:

10 l/min

210 bar

Cavity:

Weight:

Rated flow:

Max. operating pressure:

SPECIFICATIONS

120cm3/min

M7 type

45 - 50 Nm

SAE-08-4N
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ORDERING CODES

SOLENOID OPERATED CARTRIDGE

Quick
code Description Options

CE000018 CEES-010-SEFN-54-S08-N210

Leakage:

0,18 kg

Coil type:

Min. voltage required:   90% of nominal

NOTES

OPTIONS

Installation torque:

10 l/min

210 bar

Cavity:

Weight:

Rated flow:

Max. operating pressure:

SPECIFICATIONS

Seal kit:                                      RB700101

SAE-08-4N

120cm3/min

45 - 50 Nm

M7 type

CE000099

CE000188

CEES-010-SEFL-54-S08-N210

CEES-010-SEFG-54-S08-N210
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